High Speed Steel e
GROUND THREAD LONG SHANK  seciteation Confarm o :
MACHINE SCREWING TAPS 15 4175 - Por 4 : 1991
LA B ". ¥ AE . R ] 18 | 3

[Ermensions inmm
i ll T

Maminal Pitch Threod | Cwverall | Shank | Squore || Mominal Pisch Owerall | Shank | Squore

length | length | Dic | Sie ||Diomeater

& 1.00 1% 7.0 4.5 3.55 27 3.00
T 1.00 1% a82.0 56 450 30 3.50
B 1.25 22 7.0 &3 5.00 23 3.50
? 1.25 22 ?7.0 7.1 5.40 34 4.00
10 1.50 24 108.0 80 &.30 a7 4,00 2250 280 224
1 1.50 25 1150 80 6.30 42 4,50 2250 w0 224
12 1.75 9 mneg 20 710 45 4.50 &7 2470 315 250
14 2.00 30 1270 1.2 900 48 500 &7 2470 315 250
14 2.00 32 1370 125 10,00 52 5.00 70 2450 355 280
18 2.50 37 1490 140 1120 56 550 70 2550 355 280
20 2.50 a7 149.0 140 11,20 &0 5.50 76 2935 400 315
22 2.50 38 158.0 160 1250 &d 6,00 e 2965 400 315
24 3.00 43 172.0 180 1400 &8 6,00 Lkd 411.5 4500 355

180.0 200 140
1830 200 150
2010 224 180
2145 250 200

Manufactured with Straight flutes and a lang shank with a driving square for mochine tapping

yoe 4 -5 Degree TaperAngle win Long Taser Lead.
o B - 10 Degree Taper Angle wen Spirml Point
Type O 20 Denree Toper Angle win Shorer Toper Lead

Type [ 10 Degres Taper Angle without Spinel Point,

Unless ctreraize soeciied the borewing Teps shell be supplies wirk folercncs clazs aH .
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GROUND THREAD TAPS

&

High Speed Steel W W High Speed Steel W
AD N GROUND THREAD LONG SHANK Specifications Conform to : D N GROUND THREAD LONG SHANK Specifications Conform to :
MACHINE SCREWING TAPS HOEHER TSR A MACHINE SCREWING TAPS PN

SdV1 AVIdHL ANNOYD

Nomial| | Thead | Orrl| Shonk | Squre| | Norivl| | Throad | Overal | Shrk | S Diameer| " | Langh| Logh | Bia | | | Diomar| 7" |Iongh | ingh | Dio | o
p 5 19 89 45 355 - 150 3 13 125 100 28 15 37 1720 200 160 40 30 60 2250 280 224
. 07519 R 8 vo0 2 1% 1o 12 28 20 37 1720 200 160 42 15 39 2040 280 22.4

30 10 30 1650 200 160 42 20 39 2040 280 224
8 075 16 91 63 500 18 150 29 142 140 112 % L5 s 1720 200 160 o 30" 40 2250 280 224
§ 100 19 97 63 500 I 30 20 37 1720 200 160 42 40 60 2250 280 224
9 075 16 94 71 560 20 100 27 140 140 112 30 30 48 1830 200 160 45 15 45 2250 315 250
9 100 19 97 7.1 560 20 150 29 142 140 112 32 15 37 1870 224 180 45 2.0 45 2250 315 250
0 075 17 104 80 630 20 200 37 149 140 112 32 20 37 1870 224 180 45 30 67 2470 315 250
10 1.00 20 108 8.0 6.30 22 1.00 29 149 160 125 33 1.5 37 187.0 224 18.0 45 40 67 2470 315 250
10 1.05 20 108 80 630 22 1,50 33 153 160 125 33 2.0 37 1870 224 18.0 48 1.5 45 2250 315 250
7 R R 2 200 38 158 160 125 33 30 51 2010 224 180 48 20 45 2250 315 250
» 100 20 110 80 630 04 100 29 157 180 140 35 15 39 1965 250 200 48 30 67 2470 315 250

36 15 39 1965 250 200 48 40 67 2470 315 250
12 100 20 110 90  7.10 24 150 35 172 180 140

36 20 39 1965 250 200 50 15 45 2250 315 250
12 125 24 119 90 710 24 200 35 172 180 140 36 30 57 2145 250 200 50 20 45 2250 315 250
121800 29 N9 90 710 L 38 15 39 2040 280 224 50 30 67 2470 315 250
14 100 22 124 112 9.00 25 150 35 163 180 140 39 15 39 2040 280 224 59 15 45 2400 355 280
14 125 25 127 112 9.00 25 200 35 163 180 140 39 2.0 39 2040 280 224 52 2.0 45 2400 355 280
14 150 30 127 112 9.00 26 150 35 163 180 140 39 30 60 2250 280 224 52 30 70 2650 355 280
15 100 22 124 112 9.00 2 200 35 163 180 140 40 15 39 2040 280 224 52 40 70 2650 355 280
15 15 30 127 112 9.00 27 100 30 165 200 160 40 20 39 2040 280 224
16 100 22 127 125 10.00 27 150 37 172 200 160
16 1.50 32 137 12.510.00 27 2.00 37 172 200 16.0 Type 'A' -5 Degree Taper Angle with Long Taper Lead.
17 1.00 22 127 125 10.00 28 1.00 30 166 200 160 Type B' - 10 Degree Taper Angle with Spiral Point.

Type 'C' - 20 Degree Taper Angle with Shorter Taper Lead.
Type 'D' - 10 Degree Taper Angle without Spiral Point.

Unless otherwise specified the Screwing Taps shall be supplied with tolerance class 6H .




